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(57) ABSTRACT

A system for detecting a condition of a driver is provided,
wherein the system includes a first electrical device, a second
electrical device, a regulation unit and an alert unit. The first
electrical device detects an initial vehicle angle of a vehicle,
the second electrical device detects an initial head angle of the
driver and the regulation unit calculates a regulation angle
based on the initial head angle and the initial vehicle angle.
Additionally, the first electrical device detects a current
vehicle angle of the vehicle, the second electrical device
detects a current head angle of the driver and the regulation
unit calculates a regulated head angle based on the current
head angle and the regulation angle. Furthermore, the alert
unit calculates a difference value between the regulated head
angle and the current vehicle angle and generates a warning
message if the difference value is larger than a threshold.

30 Claims, 7 Drawing Sheets
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1
METHOD AND SYSTEM FOR DETECTING
CONDITIONS OF DRIVERS, AND
ELECTRONIC APPARATUS THEREOF

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the priority benefit of Taiwan
application serial no. 102131814, filed on Sep. 4, 2013. The
entirety of the above-mentioned patent application is hereby
incorporated by reference herein and made a part of this
specification.

BACKGROUND

1. Technical Field

The present disclosure relates to a method for detecting
conditions of drivers, a system for detecting conditions of
drivers, and electronic apparatus using the system.

2. Related Art

In recent years, along with the development of the vehicle
technology, the vehicles are used popularly in the whole
world. Although it brought the convenience of life for man-
kind, the casualties caused by traffic accident are still high.
Therefore, developed countries and major depots are actively
seeking how to apply science and technology on the vehicle,
in order to improve vehicle safety and reduce accident rates.
An occurrence of a traffic accident often results largely from
human factors. For example, fatigue and distraction are often
the main cause of the accident. The above-mentioned dis-
tracted driving behaviour may be identified by observing a
head posture of a driver.

Additionally, along with the development of the electronic
technology, the size of electronic components is unceasingly
reduces, and power consumption is also decreased. For
example, Google Glass or Smart Watch has been leading the
next generation of wearable technology. In addition, many
companies, such as Amazon, Facebook, NIKE, Microsoft and
so on, have invested in the related technologies research and
development, e.g., smart clothing, telephone gloves, fitness
jogging shoes, the healthy wrist belt and the intelligent sock,
etc. Therefore, the growth of wearable technology should not
be underestimated.

SUMMARY

Accordingly, the present disclosure is related to a method
for detecting conditions of drivers, a system for detecting
conditions of drivers, and electronic apparatus using the sys-
tem, which are capable of detecting the status of the vehicle
and the driver, and issuing a warning message to remind the
driver when distracted driving or abnormal phenomenon
occurs, thereby achieving the traffic safety.

In an exemplary embodiment of the disclosure, a system
for detecting conditions of drivers is provided. The system
comprises a first electrical device, a second electrical device,
a regulation unit and an alert unit. The first electrical device
includes a first sensor coupling to a first communication unit,
wherein the first sensor is configured to detect an initial
vehicle angle of a vehicle on a first dimension. The second
electrical device includes a second sensor coupling to a sec-
ond communication unit, wherein the second sensor is con-
figured to detect an initial head angle of the driver on the first
dimension. The regulation unit is disposed in the first electri-
cal device or the second electrical device to calculate a regu-
lation angle on the first dimension based the initial vehicle
angle and the initial head angle on the first dimension. The
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2

alertunitis disposed in the first electrical device or the second
electrical device. The first sensor detects a current vehicle
angle of the vehicle on the first dimension, and the second
sensor detects a current head angle of the driver on the first
dimension. The regulation unit calculates a regulated head
angle of the driver on the first dimension based on the current
head angle and the regulation angle on the first dimension.
The alert unit calculates a difference value between the cur-
rent vehicle angle and the regulated head angle on the first
dimension and determines whether the absolute value of the
difference value is larger than a first threshold. If the absolute
value of the difference value is larger than the first threshold,
the alert unit generates a warning message.

In an exemplary embodiment of the disclosure, an elec-
tronic apparatus is provided. The electronic apparatus com-
prises a micro-controller, a sensor, a communication unit, a
regulation unit and an alert unit. The sensor is coupled to the
micro-controller and configured to detect an initial angle and
a current angle of the electronic apparatus on first dimension.
The communication unit is coupled to the micro-controller
and configured to receive a first signal of an initial angle of
another electronic apparatus on the first dimension, and
receive a second signal of a current angle of the another
electronic apparatus on the first dimension. The regulation
unit is coupled to the micro-controller, and the regulation unit
calculates a regulation angle on first dimension based on the
initial angle ofthe electronic apparatus and the initial angle of
the another electronic apparatus on the first dimension, and
calculates a regulated angle on the first dimension based on
the regulation angle on the first dimension to adjust one of the
current angle of the electronic apparatus and the current angle
of'the another electronic apparatus on the first dimension. The
alert unit is coupled to the micro-controller, and the alert unit
calculates a difference value between one of the current angle
of the electronic apparatus and the another electronic appa-
ratus and the regulated angle on the first dimension. The alert
unit determines whether the absolute value of the difference
value is larger than a first threshold. If the absolute value of
the difference value is larger than the first threshold, the alert
unit generates a warning message.

In an exemplary embodiment of the disclosure, a method
for detecting a condition of a driver is provided. The method
includes following steps. An initial vehicle angle of a vehicle
on a first dimension and an initial head angle of the driver on
the first dimension are detected. A regulation signal is read to
determine whether to perform a regulation process, and when
the regulation signal is read, and a regulation angle on the first
dimension is calculated based on the initial head angle and the
initial vehicle angle on the first dimension. A current vehicle
angle of the vehicle on the first dimension and a current head
angle of the driver on the first dimension are detected. A
regulated head angle on the first dimension is calculated
based on the current head angle and the regulation angle on
the first dimension. A difference value is calculated between
the current vehicle angle and the regulated head angle on the
first dimension. Whether the absolute value of the difference
value is larger than a first threshold is determined and if the
absolute value of the difference value is larger than the first
threshold, a warning message is generated.

In another exemplary embodiment of the disclosure, a sys-
tem for detecting conditions of drivers is provided. The sys-
tem comprises a first electrical device, a second electrical
device, a regulation unit and an alert unit. The first electrical
device includes a first sensor coupling to a first communica-
tion unit, wherein the first sensor is configured to detect an
initial vehicle angular velocity of a vehicle on a first dimen-
sion. The second electrical device includes a second sensor
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coupling to a second communication unit, wherein the second
sensor is configured to detect an initial head angular velocity
of the driver on the first dimension. The regulation unit is
disposed in the first electrical device or the second electrical
device to calculate a regulation angular velocity on the first
dimension based on the initial vehicle angular velocity and
the initial head angular velocity on the first dimension. The
alertunit is disposed in the first electrical device or the second
electrical device. The first sensor detects a current vehicle
angular velocity of the vehicle on the first dimension, and the
second sensor detects a current head angular velocity of the
driver on the first dimension. The regulation unit calculates a
regulated head angular velocity of the driver on the first
dimension based on the current head angular velocity and the
regulation angular velocity on the first dimension. The alert
unit calculates an angular velocity difference value between
the current vehicle angular velocity and the regulated head
angular velocity on the first dimension and determines
whether the absolute value of the angular velocity difference
value is larger than a first threshold. If the absolute value of
the angular velocity difference value is larger than the first
threshold, the alert unit generates a warning message.

In another exemplary embodiment of the disclosure, an
electronic apparatus is provided. The electronic apparatus
comprises a micro-controller, a sensor, a communication unit,
aregulation unit and an alert unit. The sensor is coupled to the
micro-controller and configured to detect an initial angular
velocity and a current angular velocity of the electronic appa-
ratus on a first dimension of. The communication unit is
coupled to the micro-controller and configured to receive a
first signal of an initial angular velocity of another electronic
apparatus on the first dimension, and receive a second signal
of a current angular velocity of the another electronic appa-
ratus on the first dimension. The regulation unit is coupled to
the micro-controller, and the regulation unit calculates a regu-
lation angular velocity on the first dimension based on the
initial angular velocity of the electronic apparatus and the
initial angular velocity of the another electronic apparatus on
the first dimension, and calculates a regulated angular veloc-
ity on the first dimension based on the first dimension of the
regulation angular velocity to adjust one of the current angu-
lar velocity of the electronic apparatus on the first dimension
and the current angular velocity of the another electronic
apparatus on the first dimension. The alert unit is coupled to
the micro-controller, and the alert unit calculates the absolute
value of an angular velocity difference value between one of
the current angular velocity of the electronic apparatus and
the another electronic apparatus on the first dimension and the
regulated angular velocity on the first dimension. The alert
unit determines whether the absolute value of the angular
velocity difference value is larger than a first threshold. If the
absolute value of the angular velocity difference value is
larger than the first threshold, the alert unit generates a warn-
ing message.

In an exemplary embodiment of the disclosure, a method
for detecting a condition of a driver is provided. The method
includes following steps. An initial vehicle angular velocity
of a vehicle on a first dimension and an initial head angular
velocity of the driver on the first dimension are detected. A
regulation signal is read to determine whether to perform a
regulation process, and when the regulation signal is read,
calculating a regulation angular velocity on the first dimen-
sion is calculated based on the initial head angular velocity
and the initial vehicle angular velocity on the first dimension.
A current vehicle angular velocity of the vehicle on the first
dimension and a current head angular velocity ofthe driver on
the first dimension are detected. A regulated head angular
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velocity on the first dimension is calculated based on the
current head angular velocity on the first dimension and the
regulation angular velocity on the first dimension. An angular
velocity difference value is calculated between the current
vehicle angular velocity and the regulated head angular
velocity on the first dimension. Whether the absolute value of
the first dimension of the angular velocity difference value is
larger than a first threshold is determined, and if the absolute
value of the first dimension of the angular velocity difference
value is larger than the first threshold, a warning message is
generated.

In order to make the disclosure comprehensible, several
exemplary embodiments accompanied with figures are
described in detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings are included to provide a
further understanding of the disclosure, and are incorporated
in and constitute a part of this specification. The drawings
illustrate embodiments of the disclosure and, together with
the description, serve to explain the principles of the disclo-
sure.

FIG. 1 is a block diagram of a system for detecting condi-
tions of drivers according to an exemplary embodiment of the
disclosure.

FIG. 2 is a flowchart illustrating a method for detecting
conditions of drivers according to an exemplary embodiment
of the disclosure.

FIGS. 3A~3B are schematic diagrams illustrating a regu-
lation process according to an exemplary embodiment of the
disclosure.

FIG. 3C is a schematic diagram illustrating an example of
calculating a difference value according to an exemplary
embodiment of the disclosure.

FIGS. 4A~4C are schematic diagrams illustrating an
example of detecting distracted driving according to an exem-
plary embodiment.

FIGS. 5A~5C are schematic diagrams illustrating an
example of detecting distracted driving according to another
exemplary embodiment.

DETAILED DESCRIPTION OF DISCLOSED
EMBODIMENTS

In the following detailed description, for purposes of
explanation, numerous specific details are set forth in order to
provide a thorough understanding of the disclosed embodi-
ments. [t will be apparent, however, that one or more embodi-
ments may be practiced without these specific details. Inother
instances, well-known structures and devices are schemati-
cally shown in order to simplify the drawing.

FIG. 1 is a block diagram of a system for detecting condi-
tions of drivers according to an exemplary embodiment of the
disclosure, which is only used as an example, and is not used
to limit the present disclosure.

Referring to FIG. 1, the system for detecting conditions of
drivers includes a first electrical device 110, a second electri-
cal device 210, aregulation unit 140 and an alert unit 150. The
first electrical device 110 is used for a vehicle and includes a
micro-controller 170, a sensor 120A and a communication
unit 130A. The micro-controller 170 is configured to control
the overall operation of the first electrical device 110. The
sensor 120A and the communicationunit 130A are coupled to
the micro-controller 170, wherein the sensor 120A is config-
ured to detect an initial vehicle angle of the vehicle on a first
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dimension, and the communication unit 130A is configured to
communicate with another electrical device.

The second electrical device 210 is used for auser terminal
(for example, a driver side). The second electrical device 210
includes a micro-controller 180, a sensor 120B and a com-
munication unit 130B. The micro-controller 180 is config-
ured to control the overall operation of the second electrical
device 210. The sensor 120B and the communication unit
130B are coupled to the micro-controller 180, wherein the
sensor 1208 is configured to detect an initial head angle of the
driver on the first dimension, and the communication unit
130B is configured to communicate with another electrical
device.

In the present exemplary embodiment, each of the sensor
120A of the first electrical device 110 and the sensor 120B of
the second electrical device 210 may be an electronic com-
pass or a magnetometer used for measuring the absolute
angle. For example, when the first electrical device 110 is
disposed in the vehicle, the sensor 120 A may detect the abso-
Iute angle of the vehicle. When the second electrical device
210 is disposed in the wear material (e.g., glasses, hat) worn
on the head of the driver, the sensor 120B may detect the
absolute angle of the driver’s head.

In the present exemplary embodiment, each of the commu-
nication unit 130A of the first electrical device 110 and the
communication unit 130B of the second electrical device 210
may be wireless communication unit or wired communica-
tion unit.

The regulation unit 140 is disposed in the first electrical
device 110, and the regulation unit 140 calculates a regulation
angle on the first dimension based on the initial head angle
and the initial vehicle angle on the first dimension. Specifi-
cally, the second electrical device 210 transmits the initial
head angle on the first dimension via the communication unit
130B to the communication unit 130A of the first electrical
device 110. The communication unit 130A of the first elec-
trical device 110 receives the initial head angle on the first
dimension, the sensor 120A detects the initial vehicle angle
on the first dimension, and the regulation unit 140 calculates
the regulation angle on the first dimension. Although in the
present exemplary embodiment, the regulation unit 140 is
disposed in the first electrical device 110, but the present
disclosure is not limited thereto. For example, in another
exemplary embodiment, the regulation unit 140 may be dis-
posed in the second electrical device 210.

The alert unit 150 is disposed in the first electrical device
110, and the alert unit 150 determines whether to issue a
warning message according to a difference value between the
angle detecting by the sensor 120 A and the angle detecting by
the sensor 120B.

Specifically, the sensor 120A may continue to detect a
current vehicle angle of the vehicle on the first dimension, and
the sensor 120B may continue to detect a current head angle
of the driver on the first dimension. The communication unit
130B of the second electrical device 210 may continue to
transmit the current head angle detected by the sensor 1208
on the first dimension to the communication unit 130A of the
first electrical device 110. In addition, the regulation unit 140
calculates a regulated head angle on the first dimension based
on the current head angle and the regulation angle on the first
dimension. For example, the regulated head angle on the first
dimension may be obtained by subtracting the regulation
angle from the current head angle on the first dimension. In
particular, the alert unit 150 calculates a difference value
between the current vehicle angle and the regulated head
angle on the first dimension and determines whether the abso-
lute value of the difference value is larger than a first thresh-
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old. If the absolute value of the difference value is larger than
the first threshold, the alert unit 150 generates a warning
message.

In the present exemplary embodiment, for example, the
alertunit 150 issues the warning message by playing a sound.
However, the disclosure is not limited thereto. In another
exemplary embodiment, the alert unit 150 may also play
video, generate vibration or use a combination of at least two
of voice, video and vibration to generate the warning mes-
sage.

In another exemplary embodiment, the alert unit 150 cal-
culates a predetermined time. And, the alert unit 150 gener-
ates the warning message when the absolute value of the
difference value is larger than the first threshold and continues
the predetermined time, thereby avoiding a misjudgment.

In the present exemplary embodiment, the alert unit 150 is
disposed in the first electrical device 110, but the present
disclosure is not limited thereto. For example, in another
exemplary embodiment, the alert unit 150 may be disposed in
the second electrical device 210. Furthermore, in another
exemplary embodiment, the alert unit 150 may be a separate
device, and receives information about the absolute angle
transmitted from the first electrical device 110 or the second
electrical device 210 through the communication interface.

In the present exemplary embodiment, the sensor 120A
detects a current vehicle speed of the vehicle. The alert unit
150 determines whether the current vehicle speed is larger
than a vehicle speed threshold. Here, the alert unit 150 gen-
erates the warning message when the absolute value of the
difference value is larger than the first threshold and the
current vehicle speed is larger than the vehicle speed thresh-
old.

In detail, the sensor 120A of the first electrical device 110
includes a speed sensor 121 and an angle sensor 123. The
speed sensor 121 detects the current vehicle speed. The angle
sensor 123 detects the initial vehicle angle and the current
vehicle angle on the first dimension.

In another exemplary embodiment, the regulation unit 140
may be disposed in the second electrical device 210. When
the regulation unit 140 is disposed in the second electrical
device 210, the communication unit 130A of the first electri-
cal device 110 transmits the initial vehicle angle and the
current vehicle angle on the first dimension to the second
electrical device 210. The regulation unit 140 calculates the
regulation angle on the first dimension based on the initial
vehicle angle and the initial head angle detected by the sensor
120B of the second electrical device 210 on the first dimen-
sion. Then, the regulation unit 140 calculates the regulated
head angle on the first dimension based on the current head
angle and the regulation angle on the first dimension. When
the regulation unit 140 is disposed in the second electrical
device 210, the first electrical device 110 may not disposed
with the regulation unit 140.

In another exemplary embodiment, the communication
unit 130A of the first electrical device 110 and the commu-
nication unit 130B of the second electrical device 210 may be
connected with a remote server (not shown) and transmit the
vehicle speed, the vehicle angle, the head angle or the regu-
lated head angle to the remote server. For example, the remote
server of the logistics and distribution industry, passenger
transport operators or insurers may monitor the vehicles and
the drivers in real-time. And, the first electrical device 110 and
the second electrical device 210 may receive the information
sent by the remote server, such as threshold settings informa-
tion. In particular, in the present exemplary embodiment, the
alert unit 150 transmits the warning message to the remote
server through the communication units 130A and 130B.
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Although in the above exemplary embodiment, the first
electrical device 110 and the second electrical device 210
detect the vehicle angles and the driver’s head angles on the
first dimension to determine whether to issue the warning
message. However, the present disclosure is not limited
thereto. The system and method of the present exemplary
embodiment may determine whether to issue a warning mes-
sage according to the vehicle angles and driver’s head angles
on multiple dimensions.

For example, the sensor 120A further detects an initial
vehicle angle of the vehicle on a second dimension, and the
sensor 120B detects an initial head angle of the driver on the
second dimension. The regulation unit 140 calculates a regu-
lation angle on the second dimension based on the initial
vehicle angle and the initial head angle on the second dimen-
sion. The sensor 120A may continue to detect a current
vehicle angle of the vehicle on the second dimension, and the
sensor 120B may continue to detect a current head angle of
the driver on the second dimension, and the regulation unit
140 calculates a regulated head angle on the second dimen-
sion based on the current head angle and the regulation angle
on the second dimension. The alert unit 150 calculates a
difference value between the current vehicle angle and the
regulated head angle on the second dimension and determines
whether the absolute value of the difference value is larger
than a second threshold. Ifthe absolute value of the difference
value is larger than the second threshold, the alert unit 150
generates a warning message.

As another example, the sensor 120A further detects an
initial vehicle angle of the vehicle on a third dimension, and
the sensor 120B detects an initial head angle of the driver on
the third dimension. The regulation unit 140 calculates a
regulation angle on the third dimension based on the initial
vehicle angle and the initial head angle on the third dimen-
sion. The sensor 120A may continue to detect a current
vehicle angle of the vehicle on the third dimension, and the
sensor 120B may continue to detect a current head angle of
the driver on the third dimension, and the regulation unit 140
calculates a regulated head angle on the third dimension
based on the current head angle and the third dimension of the
regulation angle on the third dimension. The alert unit 150
calculates a difference value between the current vehicle
angle and the regulated head angle on the third dimension and
determines whether the absolute value of the difference value
is larger than a third threshold. If the absolute value of the
difference value is larger than the third threshold, then the
alert unit 150 generates a warning message.

In the present exemplary embodiment, the sensor 120A of
the first electrical device 110 and the sensor 120B of the
second electrical device 210 may be 3-axis electronic com-
passes used to measure the absolute angle of the vehicle and
the driver. For example, each of the sensors 120A and 120B
detects the yaw angle, the pitch angle and the roll angle. The
above-mentioned the first dimension, the second dimension
and the third dimension may be one ofthe yaw angle, the pitch
angle and the roll angle respectively. Therefore, the absolute
value of the difference value A0y, z.z fitchp " between the
current vehicle angle and the regulated head angle may be at
least one of the three dimensions of the absolute value of the
yaw angle A8, 7°", the absolute value of the pitch angle
A8, and the absolute value of the roll angle A6,
respectively.

In another exemplary embodiment, after obtaining the
absolute angle, the angular velocity w may be calculated
through the relationship between the angles and time (i.e., the
rate of change of angles). The angular velocity o includes the
yaw angular velocity, the pitch angular velocity and the roll
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angular velocity. Similarly, the regulation angular velocity
may be calculated based on the regulation angle, and the
regulation angular velocity includes the regulation yaw angu-
lar velocity, the regulation pitch angular velocity and the
regulation roll angular velocity. And, the absolute value of the
angular velocity difference value Awy,,, z.z fitchp ““" may be
calculated based on the absolute value of the difference value
Ay, ro fitchp " The absolute value of the angular velocity
difference value may be at least one of the absolute value of
the yaw angular velocity Aw />, the pitch angular veloc-
ity Awp,,,; ", the roll angular velocity Awg,,/ ", or a
combination thereof.

In the present exemplary embodiment, the first electrical
device 110 may be disposed in the vehicle or be a portable
terminal device. The portable terminal device may be
attached to the vehicle or separated with the vehicle, such as
a smart phone, a tablet PCs, a GPS (global positioning sys-
tem) navigation device, an EDR (event data recorder), an
OBD (on-board diagnostics) and so on.

The second electrical device 210 is used for detecting the
position and the status of the driver. In particular, in the
present exemplary embodiment, the second electrical device
210 detects the head posture of the driver to determine
whether the driver is distractedly driving. The second electri-
cal device 210 may be a wearable electrical device, such as
glasses, a hat, a head band, or an electrical device attachable
to the driver’s hat.

It should be noticed that in the present exemplary embodi-
ment, the regulation unit 140 and the alert unit 150 are imple-
mented in hardware, but the present disclosure is not limited
thereto. For example, the regulation unit 140 and the alert unit
150 may also be implemented in software or firmware codes,
and stored in the storage circuit of the first electronic device
110 or the second electronic device 210. When the first elec-
tronic device 110 or the second electronic device 210 is acti-
vated, the software or firmware codes implementing the regu-
lation unit 140 and the alert unit 150 may be executed on the
micro-controller to perform the method for detecting condi-
tions of drivers of the disclosure.

FIG. 2 is a flowchart illustrating a method for detecting
conditions of drivers according to an exemplary embodiment
of the disclosure.

Referring to FIG. 1 and FIG. 2, first, the first electrical
device 110 detects the initial vehicle angle of the vehicle on
the first dimension, and the second electrical device 210
detects the initial head angle of the driver on the first dimen-
sion (step S201).

The regulation unit 140 reads a regulation signal to deter-
mine whether to perform a regulation process (step S203). In
the present exemplary embodiment, when the first electrical
device 110 or the second electrical device 210 is activated, the
first electrical device 110 or the second electrical device 210
automatically send the regulation signal to perform the regu-
lation process. In another exemplary embodiment, the first
electrical device 110 or the second electrical device 210 may
be equipped with a regulation switch (not shown), and the
driver manually activates the regulation switch to perform the
regulation process. For example, if the second electrical
device 210 disposed on the driver’s head is moved or skewed,
the driver may manually activate the regulation switch to
perform the regulation process again.

When reading the regulation signal, the regulation process
will be executed (step S205). Specifically, the regulation pro-
cess calculates the regulation angle on the first dimension
based on the initial head angle and the initial vehicle angle on
the first dimension. On the contrary, if no regulation signal is
read, it means that the first electrical device 110 or the second
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electrical device 210 had been performed the regulation pro-
cess. And the first electrical device 110 continues to detect the
current vehicle angle of the vehicle on the first dimension, and
the second electrical device 210 continues to detect the cur-
rent head angle of the driver on the first dimension (step
S207). Then, the regulation unit 140 calculates the regulated
head angle on the first dimension based on the current head
angle and the regulation angle on the first dimension (step
S209). The alert unit 150 calculates the difference value
between the current vehicle angle and the regulated head
angle on the first dimension and determines whether the abso-
lute value of the difference value is larger than a first threshold
(step S211). If the absolute value of the difference value is
larger than the first threshold, the alert unit 150 generates a
warning message (step S213).

In the present exemplary embodiment, the method for
detecting conditions of drivers may further comprise detect-
ing the current vehicle speed of the vehicle, and determines
whether the current vehicle speed is larger than the vehicle
speed threshold. If the current vehicle speed doesn’t exceed
the vehicle speed threshold (for example, 5 Km/h), it means
the vehicle speed is too slow or still, then keeps detecting the
current vehicle speed and doesn’t execute subsequent pro-
cesses. [f the current vehicle speed exceeds the vehicle speed
threshold, the steps of detecting distracted driving will be
executed. That is, when the absolute value of the difference
value is larger than the first threshold and the current vehicle
speed is larger than the vehicle speed threshold, the step of
generating the warning message is executed.

In the above-mentioned steps of exemplary embodiment,
the first electrical device 110 or the second electrical device
210 detects the initial vehicle angle, the initial head angle, the
regulation angle, the current vehicle angle, the current head
angle, the regulated head angle and the difference value on the
first dimension, but the present disclosure is not limited
thereto. In another exemplary embodiment, the first electrical
device 110 or the second electrical device 210 may also detect
the initial vehicle angle, the initial head angle, the regulation
angle, the current vehicle angle, the current head angle, the
regulated head angle and the difference value on the second
dimension or the third dimension. If the absolute value of the
difference value on the second dimension is larger than the
second threshold, a warning message is generated. Or if the
absolute value of the difference value on the third dimension
is larger than the third threshold, a warning message is gen-
erated. The above-mentioned the first dimension, the second
dimension and the third dimension may be one of the yaw
angle, the pitch angle and the roll angle, respectively.

The above-mentioned step S203 (i.e., the step of determin-
ing whether to perform the regulation process), step S205
(i.e., the regulation process), steps 5209, S211 (i.e., the step of
detecting distracted driving) and step S213 (i.e., the step of
generating the warning message) may be executed on the first
electrical device 110 or the second electrical device 210.

In step S211, in addition to identifying the distracted
driving based on the absolute value of the difference value
1AB v, Row, s’ 2“7 on the first dimension, which is larger
than the first threshold, a predetermined time further is cal-
culated and considered to determine whether the user is dis-
tractedly driving. In one exemplary embodiment, when the
absolute value of the difference value on the first dimension
continuously is larger than the first threshold for the prede-
termined time, the step of generating a warning message is
executed. For example, when the absolute value of the differ-
ence value on the first dimension is larger than the first thresh-
0ld 8 (i.e., 5°) for 3 seconds, the warning message is issued.
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In another exemplary embodiment, the angular velocity w
is calculated based on the rate of change of angles and time.
Therefore, the flowchart in FIG. 2, the angles in step S201 to
step S211 may be replaced with the angular velocity w, so that
the vehicle angular velocities are calculated based on the
vehicle angles, the head angular velocities are calculated
based on the head angles, the absolute value of the angular
velocity  difference  value  Awy,, z.z, i ST s
calculated based on the absolute value of the difference value
Ay ron fitchp <. Accordingly, in step S211, whether the
absolute value of the angular velocity difference value on the
first dimension is larger than the first threshold is determined,
wherein the first threshold may be added with the driving
oscillating frequency parameter for detecting distracted driv-
ing. For example, when the absolute value of the angular
velocity difference value is larger than the threshold Aw and
the wavering frequency of a driver reaches an oscillating
frequency parameter f, it means distracted driving, i.e., the
driver’s head swings regularly (probably doze oft), the pos-
ture of the driver’s head is maintained for a long time (e.g.,
watching a view outside the window or talking with the pas-
senger), the driver picks up something or operates a cell
phone. Accordingly, the alert unit 151) issues the warning
message.

Next, the calculating of the regulation angular velocity, the
executing of the regulation process, and the calculating of the
difference value between the current vehicle angle and the
regulated head angle according to the present exemplary
embodiment are describe hereinafter.

FIGS. 3A~3B are schematic diagrams illustrating a regu-
lation process according to an exemplary embodiment of the
disclosure.

In the present exemplary embodiment, the second electri-
cal device 210 is disposed in the driver’s hat. Referring to
FIG. 3A, first, the first electrical device 110 detects the initial
vehicle angle Oy,,, zon i Of the vehicle. In addition, the
driver is facing the front of the vehicle, and the second elec-
trical device 210 of the driver’s hat detects the initial head
angle 0y,,,, r.i1 fitchp ! of the driver. So the regulation unit 140
calculates the absolute value of the regulation angle
ABy,,,, o1 pizen Dased on the initial head angle and the initial
vehicle —angle  (ie.  ABy., roypicci— |eYaw,RoZZ,Pztch N
GYGW’RoH,PltChC‘”I) If the regulation angle AOy,,, zos7.piscn 15 0°,
then there is no deviation between the angles of the first
electronic device 110 and the second electronic device 210 or
the regulation unit 140 has been performed the regulation
process. In the present exemplary embodiment, the initial
vehicle angle Oy, ronpives . 15 at least one of the three
dimensions of the absolute vehicle yaw angle 0, the
absolute vehicle pitch angle 6,,,.,°", the absolute vehicle roll
angle 0., or a combination thereof. The initial head angle
! is at least one of the three dimensions of the
absolute driver yaw angle 0,,,,°“", the absolute driver pitch
angle 0,,,.,°“" the absolute driver roll angle 0 _,,°*" or a com-
bination thereof. In the present exemplary embodiment, the
initial vehicle angle GYGW ronpicen 18 180°, the initial head
angle Oy, ros fltchp is 225° then the regulation angle
MOy, o1 pisen 18 45° (i.€., 1225°-180°1=45°).

Referring to FIG. 3B, an initial regulated head angle
MOy ron J,Ztch ! is equal to the absolute value obtained by
subtracting the regulation angle Ae Yaw Roll Pizen LrOM the ini-
tial head angle eYaw,RoZZPztch (1 €., AeYaw,RoZZPztchpli
18 . Rot2,Pizct — GYGW Roll pienl)- The 1n1t1a1 regulated head
angle AemeoZLth is 180° (i.e., I225°—45° 180°) Then
the initial regulated head angle Ae Yaw Roll e L is equal to
the initial vehicle angle 0y,,, zoz pircs™” (i-€., 180°, thereby
completing the regulation process.

0 P
Yaw,Roll,Pitch
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FIG. 3C is a schematic diagram illustrating an example of
calculating a difference value according to an exemplary
embodiment of the disclosure.

Referring to FIG. 3A, FIG. 3B and FIG. 3C, the first elec-
trical device 110 and the second electrical device 210 con-
tinue to detect the current vehicle angle 0y, z.z. e and
the current head angle 6y,,, z,y pue’ > and the regulation
angle AOy,,, ro1 piscs 15 Obtained from FIG. 3A and the regu-
lated head angle A8y, » .. 7o - s obtained from FIG. 3B.
How to calculate the difference value A0y, z.x fitchp 2scar2
between the current vehicle angle 0y,,, 2., " and the
regulated head angle A6y, zoi piei ~ 18 described in FIG.
3C.

Referring FIG. 3C, the difference value
Ay, rott Piten equal to the absolute value obtained by
subtracting the regulated head angle ABy,,, zoy pires’ ~ from
the current vehicle angle (ie.,

5} car:
Yaw,Roll,Pitch

Ae P2,car2:|e car2_Ae P2|)

Yaw,Roll,Pitch Yaw,Roll,Pitch Yaw,Roll,Pitch .

In the present exemplary embodiment, the current vehicle
angle Oy, r.z. "2 is 180°, the current head angle
oot P - 18 220° and the regulation angle
Yaw,rottpireh 19 45°. Then the absolute value of the regulated
head  angle  Aby,, rouri is 175° (e,
AeYaw,RoZZ,Pitcth:l eYaw,RoZZ,Pitcth_AeYaw,RoZZ,Pitch|:| 220°-
45°=175°, and the absolute value of the difference value

P2car2 o s P2car2__
AeYaw,RoZZ,Pitch is 15° (ie, AeYZzw,RoZZ,Pitch -

16 Yaw,RoZZ,Pitchcarz_Ae wa,RoZZ,Pitcthl:l 190°-175°1=1 50)' So
the current head angle is not parallel with the current vehicle
angle according to the absolute value of the difference value
MOy ropizen’ 47, it means the driver is not facing the
front. In particular, when the threshold of the difference value
is set to 5° so in the present exemplary
embodiment, the absolute value of the difference value
Ay, ront fitchp 2ear2—15° is larger than the threshold (5°),
then alert unit issues a warning message.

FIGS. 4A~4C are schematic diagrams illustrating an
example of detecting distracted driving according to an exem-
plary embodiment.

Referring to FIG. 4A~4C, in the present exemplary
embodiment, the detection of distracted driving depends on
the relationship between the head angle of the driver and the
time. For example, the driver watches a view outside the
window view for a long time or bows to pick up something,
etc.

FIG. 4A is the schematic diagram illustrating the absolute
value of the difference value of the roll angle AB /> is
larger than the threshold 0 for a predetermined time Ts. FIG.
4B is the schematic diagram illustrating the absolute value of
the difference value of the yaw angle A8, 7°*" is larger than
the threshold 6, for the predetermined time Ts. FIG. 4C is the
schematic diagram illustrating the absolute value of the dif-
ference value of the pitch angle A8, ;7" is larger than the
threshold 08, for the predetermined time Ts. As long as the
relationship between the head angle of the driver and the time
in F1IG. 4A~4C meet at least one of cases, it is determined that
distracted driving, and the message is issued to alert the driver
to concentrate.

FIGS. 5A~5C are schematic diagrams illustrating an
example of detecting distracted driving according to another
exemplary embodiment.

Referring to FIG. 5A~5C, in the present exemplary
embodiment, the detection distracted driving depends on the
relationship between the angular velocity of the driver and the
frequency. For example, the driver’s head swings (i.e., dozing
off) or the drive turns to talk with passengers, etc.

FIG. 5A is the schematic diagram illustrating the absolute
value of the angular velocity difference value of the roll angle

to
P2,car2
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Awg,i; is larger than the threshold w, and exceeds a cer-
tain frequency f. FIG. 5B is the schematic diagram illustrating
the absolute value of the angular velocity difference value of
the yaw angle Awy,,”*°*" is larger than the threshold o, and
exceeds a certain frequency f. FIG. 5C is the schematic dia-
gram illustrating the absolute value of the angular velocity
difference value of the pitch angle Aw ,, ,”*°*" is larger than
the threshold w, and exceeds a certain frequency f. As long as
the relationship between the angular velocity of the driver and
the frequency in FIG. 5A~5C meets at least one of cases, it is
determined that distracted driving, and the message is issued
to alert the driver to concentrate.

In the present exemplary embodiment, information and
data transmitted by the first electrical device 110 are sent by
the micro-controller 170 through the communication unit
130A, and information and data transmitted by the second
electrical device 210 are sent by the micro-controller 180
through the communication unit 130B. Each of the commu-
nication units 130A and 130B has automatic connection fea-
ture, and therefore the user can easily operate and use the first
electrical device 110 and the second electrical device 210.
Here, each of the communication units 130A and 130B may
support a wireless signal transmission technique such as glo-
bal system for mobile communications (GSM), the third gen-
eration (3G) mobile communication, 4G mobile communica-
tion, long terminal evolution (LTE) network, personal handy-
phone system (PHS), code division multiple access (CDMA),
wireless fidelity (Wi-Fi), worldwide interoperability for
microwave access (WiMAX), Bluetooth, etc. In another
exemplary embodiment, each of the communication units
130A and 130B may also support a wired signal transmission
technique, for example, universal serial bus (USB), Firewire
serial interface or a Thunderbolt serial interface. In the
present exemplary embodiment, the communication unit
130A of'the first electrical device 110 is used for connecting
to the communication unit 130B of the second electrical
device 210 and the remote server.

In summary, according to the method and the system for
detecting conditions of drivers and electronic apparatus pro-
vide by the disclosure, a sensor of the vehicle side detects the
absolute vehicle angle and the sensor ofthe driver side detects
the absolute head angle, then the regulation process and
detecting distracted driving may be performed. When the
posture of the driver’s head maintains for a long time or the
driver’s head frequently turns, the message is issued auto-
matically to alert the driver to avoid or reduce traffic risks.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the disclosed
embodiments. It is intended that the specification and
examples be considered as exemplary only, with a true scope
of'the disclosure being indicated by the following claims and
their equivalents.

What is claimed is:

1. A system for detecting a condition of a driver, the system

comprising:

a first electrical device, including a first sensor coupling to
a first communication unit, wherein the first sensor is
configured to detect an initial vehicle angle of a vehicle
on a first dimension;

a second electrical device, including a second sensor cou-
pling to a second communication unit, wherein the sec-
ond sensor is configured to detect an initial head angle of
the driver on the first dimension;

a regulation unit, disposed in the first electrical device or
the second electrical device, calculating a regulation
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angle on the first dimension based on the initial vehicle
angle and the initial head angle on the first dimension;
and

an alert unit, disposed in the first electrical device or the

second electrical device,

wherein the first sensor detects a current vehicle angle of

the vehicle on the first dimension, and the second sensor
detects a current head angle of the driver on the first
dimension,

wherein the regulation unit calculates a regulated head

angle of the driver on the first dimension based on the
current head angle and the regulation angle on the first
dimension,

wherein the alert unit calculates the absolute value of a

difference value on the first dimension between the cur-
rent vehicle angle and the regulated head angle on the
first dimension and determines whether the absolute
value of the difference value on the first dimension is
larger than a first threshold,

if the absolute value of the difference value on the first

dimension is larger than the first threshold, the alert unit
generates a warning message.

2. The system as claimed in claim 1, wherein the warning
message comprises at least one of a voice, a video, a vibration
or a combination thereof.

3. The system as claimed in claim 1, wherein the first
sensor is configured to detect a current vehicle speed of the
vehicle, and determines whether the current vehicle speed is
larger than a vehicle speed threshold,

wherein the alert unit generates the warning message when

the absolute value of the difference value on the first
dimension is larger than the first threshold and the cur-
rent vehicle speed is larger than the vehicle speed thresh-
old.

4. The system as claimed in claim 3, wherein the first
sensor further comprising:

a speed sensor, detecting the current vehicle speed; and

an angle sensor, detecting the initial vehicle angle and the

current vehicle angle on the first dimension.
5. The system as claimed in claim 1, wherein the first
sensor detects an initial vehicle angle of the vehicle on a
second dimension, and the second sensor detects an initial
head angle of the driver on the second dimension,
wherein the regulation unit calculates a regulation angle on
the second dimension based on the initial vehicle angle
and the initial head angle on the second dimension,

wherein the first sensor detects a current vehicle angle of
the vehicle on the second dimension, and the second
sensor detects a current head angle of the driver on the
second dimension,

wherein the regulation unit calculates a regulated head

angle of the driver on the second dimension based on the
current head angle and the regulation angle on the sec-
ond dimension,

wherein the alert unit calculates the absolute value of a

difference value on the second dimension between the
current vehicle angle and the regulated head angle on the
second dimension and determines whether the absolute
value of the difference value on the second dimension is
larger than a second threshold,

if the absolute value of the difference value on the second

dimension is larger than the second threshold, the alert
unit generates the warning message.

6. The system as claimed in claim 5, wherein the first
sensor detects an initial vehicle angle of the vehicle on a third
dimension, and the second sensor detects an initial head angle
of the driver on the third dimension,
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wherein the regulation unit calculates a regulation angle on
the third dimension based on the initial vehicle angle and
the initial head angle on the third dimension,

wherein the first sensor detects a current vehicle angle of
the vehicle on the third dimension, and the second sensor
detects a current head angle of the driver on the third
dimension,

wherein the regulation unit calculates a regulated head
angle of the driver on the third dimension based on the
current head angle and the regulation angle on the third
dimension,

wherein the alert unit calculates the absolute value of a
difference value on the third dimension between the
current vehicle angle and the regulated head angle onthe
third dimension and determines whether the absolute
value of the difference value on the third dimension is
larger than a third threshold,

if the absolute value of the difference value on the third
dimension is larger than the third threshold, the alert unit
generates the warning message.

7. The system as claimed in claim 1, wherein the alert unit
further calculates a predetermined time, if the absolute value
of'the difference value on the first dimension is larger than the
first threshold for the predetermined time, the alert unit gen-
erates the warning message.

8. The system as claimed in claim 1, further comprising:

a remote server, wherein the alert unit transmits the warn-
ing message to the remote server through the first com-
munication unit or the second communication unit.

9. The system as claimed in claim 1, wherein each of the
first sensor and the second sensor is a compass or a magne-
tometer.

10. The system as claimed in claim 1, wherein each of the
first communication unit and the second communication unit
is a wireless communication unit or a wired communication
unit.

11. An electronic apparatus, comprising:

a micro-controller;

a sensor, coupled to the micro-controller and configured to
detect an initial angle and a current angle of the elec-
tronic apparatus on a first dimension;

a communication unit, coupled to the micro-controller and
configured to receive a first signal of an initial angle of an
another electronic apparatus on the first dimension, and
receives a second signal of a current angle of the another
electronic apparatus on the first dimension;

a regulation unit, coupled to the micro-controller, wherein
the regulation unit calculates a regulation angle on the
first dimension based on the initial angle of the elec-
tronic apparatus on the first dimension and the initial
angle of the another electronic apparatus on the first
dimension, and adjusts one of the current angle of the
electronic apparatus on the first dimension and the cur-
rent angle of the another electronic apparatus on the first
dimension based on the regulation angle on the first
dimension to generate a regulated angle on the first
dimension; and

an alert unit, coupled to the micro-controller, wherein the
alert unit calculates the absolute value of a difference
value on the first dimension between the regulated angle
on the first dimension and another one of the current
angle of the electronic apparatus on the first dimension
and the current angle of the another electronic apparatus
on the first dimension and determines whether the abso-
lute value of the difference value on the first dimension
is larger than a first threshold,
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if the absolute value of the difference value on the first
dimension is larger than the first threshold, the alert unit
generates a warning message.

12. The apparatus as claimed in claim 11, wherein the
warning message comprises at least one of a voice, a video, a
vibration or a combination thereof.

13. The apparatus as claimed in claim 11, wherein the
sensor is configured to detects a current vehicle speed of a
vehicle, and determines whether the current vehicle speed is
larger than a vehicle speed threshold,

wherein the alert unit generates the warning message only

when the absolute value of the difference value on the
first dimension is larger than the first threshold and the
current vehicle speed is larger than the vehicle speed
threshold.

14. The apparatus as claimed in claim 13, wherein the
sensor further comprising:

a speed sensor, detecting the current vehicle speed; and

an angle sensor, detecting the initial angle of the vehicle on

the first dimension and the current angle of the vehicle
on the first dimension.

15. The apparatus as claimed in claim 11, wherein the
sensor detects an initial angle of the electronic apparatus on a
second dimension, and the communication unit receives an
initial angle of the another electronic apparatus on the second
dimension,

wherein the regulation unit calculates a regulation angle on

the second dimension based on the initial angle of the
electronic apparatus on the second dimension and the
initial angle of the another electronic apparatus on the
second dimension,

wherein the sensor detects a current angle of the electronic

apparatus on the second dimension, and the communi-
cation unit receives a current angle of the another elec-
tronic apparatus on the second dimension,

wherein the regulation unit adjusts one of the current angle

of'the electronic apparatus on the second dimension and
the current angle of the another electronic apparatus on
the second dimension based on the regulation angle on
the second dimension to generate a regulated angle on
the second dimension,

wherein the alert unit calculates the absolute value of a

difference value on the second dimension between the
regulated angle on the second dimension and another
one of the current angle of the electronic apparatus on
the second dimension and the current angle of the
another electronic apparatus on the second dimension
and determines whether the absolute value of the differ-
ence value on the second dimension is larger than a
second threshold,

if the absolute value of the difference value on the second

dimension is larger than the second threshold, the alert
unit generates the warning message.

16. The apparatus as claimed in claim 15, wherein the
sensor detects an initial angle of the electronic apparatus on a
third dimension, and the communication unit receives an
initial angle of the another electronic apparatus on the third
dimension,

wherein the regulation unit calculates a regulation angle on

the third dimension based on the initial angle of the
electronic apparatus on the third dimension and the ini-
tial angle of the another electronic apparatus on the third
dimension,

wherein the sensor detects a current angle of the electronic

apparatus on the third dimension, and the communica-
tion unit receives a current angle of the another elec-
tronic apparatus on the third dimension,
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wherein the regulation unit adjust one of the current angle
of the electronic apparatus on the third dimension and
the current angle of the another electronic apparatus on
the third dimension based on the regulation angle on the
third dimension to generate a regulated angle on the third
dimension,
wherein the alert unit calculates the absolute value of a
difference value on the third dimension between the
regulated angle on the third dimension and another one
of the current angle of the electronic apparatus on the
third dimension and the current angle of the another
electronic apparatus on the third dimension and deter-
mines whether the absolute value of the difference value
on the third dimension is larger than a third threshold,

if the absolute value of the difference value on the third
dimension is larger than the third threshold, the alert unit
generates the warning message.

17. The apparatus as claimed in claim 11, wherein the alert
unit further calculates a predetermined time, if the absolute
value of the difference value on the first dimension is larger
than the first threshold for the predetermined time, the alert
unit generates the warning message.

18. The apparatus as claimed in claim 11, wherein the alert
unit transmits the warning message to a remote server through
the communication.

19. The apparatus as claimed in claim 11, wherein the
sensor is a compass or a magnetometer.

20. The apparatus as claimed in claim 11, wherein the
communication unit is a wireless communication unit or a
wired communication unit.

21. A method for detecting a condition of a driver, the
method comprising:

detecting an initial vehicle angle of a vehicle on a first

dimension;

detecting an initial head angle of the driver on the first

dimension;

reading a regulation signal to determine whether to per-

form a regulation process, and when reading the regula-
tion signal, calculating a regulation angle on the first
dimension based on the initial head angle and the initial
vehicle angle on the first dimension;

detecting a current vehicle angle of the vehicle on the first

dimension and a current head angle of the driver on the
first dimension;

calculating a regulated head angle of the driver on the first

dimension based on the current head angle and the regu-
lation angle on the first dimension;

calculating the absolute value of a difference value

between the current vehicle angle and the regulated head
angle on the first dimension;

determining whether the absolute value of the difference

value on the first dimension is larger than a first thresh-
old; and

generating a warning message, if the absolute value of the

difference value on the first dimension is larger than the
first threshold.

22. The method as claimed in claim 21, wherein the step of
generating a warning message comprising:

generating at least one of a voice, a video, a vibration or a

combination of the voice, the video, and the vibration.

23. The method as claimed in claim 21, the method further
comprising:

detecting a current vehicle speed of the vehicle;

determining whether the current vehicle speed is larger

than a vehicle speed threshold; and

executing the step of generating the warning message when

the absolute value of the difference value on the first
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dimension is larger than the first threshold and the cur-
rent vehicle speed is larger than the vehicle speed thresh-
old.

24. The method as claimed in claim 21, the method further

comprising:

detecting an initial vehicle angle of the vehicle on second
dimension;

detecting an initial head angle of the driver on second
dimension;

calculating a regulation angle on the second dimension
based on the initial head angle and the initial vehicle
angle on the second dimension;

detecting a current vehicle angle of the vehicle on the
second dimension and a current head angle of the driver
on the second dimension;

calculating a regulated head angle of the driver on the
second dimension based on the current head angle and
the regulation angle on the second dimension;

calculating the absolute value of a difference value on the
second dimension between the current vehicle angle and
the regulated head angle on the second dimension;

determining whether the absolute value of the difference
value on the second dimension is larger than a second
threshold; and

generating the warning message, if the absolute value of
the difference value on the second dimension is larger
than the second threshold.

25. The method as claimed in claim 24, the method further

comprising:

detecting an initial vehicle angle of the vehicle on a third
dimension;

detecting an initial head angle of the driver on the third
dimension;

calculating a regulation angle on the third dimension based
on the initial head angle and the initial vehicle angle on
the third dimension;

detecting a current vehicle angle of the vehicle on the third
dimension and a current head angle of the driver on the
third dimension;

calculating a regulated head angle of the driver on the third
dimension based on the current head angle and the regu-
lation angle on the third dimension;

calculating the absolute value of a difference value on the
third dimension between the current vehicle angle and
the regulated head angle on the third dimension;

determining whether the absolute value of the difference
value on the third dimension is larger than a third thresh-
old; and

generating the warning message, if the absolute value of
the difference value on the third dimension is larger than
the third threshold.

26. The method as claimed in claim 21, the method further

comprising:

calculating a predetermined time; and

executing the step of generating the warning message, if
the absolute value of the difference value on the first
dimension is larger than the first threshold for the pre-
determined time.

27. The method as claimed in claim 21, the method further

comprising:

transmitting the warning message to a remote server.

28. A system for detecting a condition of a driver, the

system comprising:

a first electrical device, including a first sensor coupling to
a first communication unit, wherein the first sensor is
configured to detect an initial vehicle angular velocity of
a vehicle on a first dimension;

15

40

45

60

65

18

a second electrical device, including a second sensor cou-
pling to a second communication unit, wherein the sec-
ond sensor is configured to detect an initial head angular
velocity of the driver on the first dimension;

a regulation unit, disposed in the first electrical device or
the second electrical device, wherein the regulation unit
is configured to calculate a regulation angular velocity
on the first dimension based on the initial vehicle angular
velocity and the initial head angular velocity on the first
dimension; and

an alert unit, disposed in the first electrical device or the
second electrical device,

wherein the first sensor detects a current vehicle angular
velocity of the vehicle on the first dimension, and the
second sensor detects a current head angular velocity of
the driver on the first dimension,

wherein the regulation unit calculates a regulated head
angular velocity of the driver on the first dimension
based on the current head angular velocity and the regu-
lation angular velocity on the first dimension,

wherein the alert unit calculates the absolute value of an
angular velocity difference value on the first dimension
between the current vehicle angular velocity and the
regulated head angular velocity on the first dimension
and determines whether the absolute value of the angular
velocity difference value on the first dimension is larger
than a first threshold,

if the absolute value of the angular velocity difference
value on the first dimension is larger than the first thresh-
old, the alert unit generates a warning message.

29. An electronic apparatus, comprising:

a micro-controller;

a sensor, coupled to the micro-controller and configured to
detect an initial angular velocity and a current angular
velocity of the electronic apparatus on a first dimension;

a communication unit, coupled to the micro-controller and
configured to receive a first signal of an initial angular
velocity of an another electronic apparatus on the first
dimension, and receives a second signal of a current
angular velocity of the another electronic apparatus on
the first dimension;

a regulation unit, coupled to the micro-controller, wherein
the regulation unit calculates a regulation angular veloc-
ity on the first dimension based on the initial angular
velocity of the electronic apparatus on the first dimen-
sion and the initial angular velocity of the another elec-
tronic apparatus on the first dimension, and adjusts one
of the current angular velocity of the electronic appara-
tus on the first dimension and the current angular veloc-
ity of the another electronic apparatus on the first dimen-
sion based on the regulation angular velocity to generate
a regulated angular velocity on the first dimension; and

an alert unit, coupled to the micro-controller, wherein the
alert unit calculates the absolute value of an angular
velocity difference value on the first dimension between
the regulated angular velocity on the first dimension and
another one of the current angular velocity of the elec-
tronic apparatus on the first dimension and the current
angular velocity of the another electronic apparatus on
the first dimension and determines whether the absolute
value of the angular velocity difference value one the
first dimension is larger than a first threshold,

if the absolute value of the angular velocity difference
value on the first dimension is larger than the first thresh-
old, the alert unit generates a warning message.

30. A method for detecting a condition of a driver, the

method comprising:
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detecting an initial vehicle angular velocity of a vehicle on
a first dimension;

detecting an initial head angular velocity of the driver on
the first dimension;

reading a regulation signal to determine whether to per-
form a regulation process, and when reading the regula-
tion signal, calculating a regulation angular velocity on
the first dimension based on the initial head angular
velocity and the initial vehicle angular velocity on the
first dimension;

detecting a current vehicle angular velocity of the vehicle
on the first dimension and a current head angular veloc-
ity of the driver on the first dimension;

calculating a regulated head angular velocity of the driver
on the first dimension based on the current head angular
velocity and the regulation angular velocity on the first
dimension;

calculating the absolute value of an angular velocity dif-
ference value on the first dimension between the current
vehicle angular velocity and the regulated head angular
velocity on the first dimension;

determining whether the absolute value of the angular
velocity difference on the first dimension value is larger
than a first threshold; and

generating a warning message, if the absolute value of the
angular velocity difference value on the first dimension
is larger than the first threshold.
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